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This research is motivated by gas-turbine hot-section component failures

associated with accelerated "hot" corrosion to obtain a better understanding of the

deposition phenomenon of corrosive species on turbine blades. A comprehensive yet

tractable theoretical framework of deposition from combustion gases has been

developed, covering the spectrum of various mass delivery mechanisms including vapor

(refs. i and 2), thermophoretically enhanced small particle (ref. 3), and inertially

impacting large particle (ref. 4) deposition. Rational yet simple correlations have

been provided to facilitate engineering surface arrival rate predictions (refs. 5

to 7). The main objective of the program at the NASA Lewis has been the experimental

verification of the corrosive vapor deposition theory in high-temperature, high-

velocity environments. Toward this end, an atmospheric Mach 0.3 burner-rig apparatus

has been built (fig. I) to measure deposition rates from salt-seeded (mostly Na

salts) combustion gases on an internally cooled cylindrical collector (ref. 8).

The results of the previous experiments have been reported in detail in refer-

ence 8. For sodium-salt seeded experiments there were two regions of disagreement

between the deposition rate prediction of the chemically frozen boundary layer

(CFBL), vapor-deposition theory and the experimentally observed deposition rates of

Na2SO4, depending on whether the collector temperature was above or below the melting

point of Na2SO 4. Lower experimental deposition rate measurements for collector

temperatures above the melting point of the deposit are attributed to the shear-

driven molten deposit layer run-off from the smooth collector surface (ref. 9).

Higher experimental values for collector temperatures below the melting point of the

deposit, however, are explained by the presence of particles capable of inertially

impacting the collector surface (cf. only Na-containing vapor species) and,

subsequently, experimentally verified (refs. I0 and II).

The elimination of particles (fig. 2) from the system was accomplished by dis-

solving sodium-acetate (Na source) in alcohol and mixing the alcohol solution with

jet A-I fuel in the fuel nozzle cavity before the mixture is sprayed into the com-

bustor by the fuel nozzle. By this procedure (I) more residence time is provided
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to the solution droplets in the combustor (as compared with an air-atomized salt-

solution probe spraying further downstream of the combustor), and (2) alcohol solu-

tion droplets mixed with jet A-I fuel burn faster (as compared with slower vapori-

zation of water solution droplets), thereby, giving sufficient time for the complete

vaporization and reaction (to equilibrium) of all sodium-containing vapor species

(fig. 3). Currently the total Na content of the combustion gases, corrected for

losses on combustor liner walls (i.e., as seen by the collector), is obtained from

sodlum-acetate/alcohol solution feed rate.

For a typical burner-rig test specimen located in the cross-stream of the

combustor-exit nozzle, the prediction of convective diffusion heat and mass transfer

rates is complicated by the fact that the height and the diameter of the cylindrical

target are comparable to, but less than, the diameter of the circular cross-stream

jet (fig. 4). Experiments exploiting the naphthalene sublimation technique and

duplicating the procedure of reference 12 as adapted to our setup (figs. 5 and 6),

have been successfully completed to determine the heat and mass transfer coefficients

(figs. 7 and 8). These experiments accompanied by additional experimental informa-

tion on the effect of cross-stream jet cooling (dilution) due to the entrainment of

stagnant room-temperature air (fig. 9) have enabled us to estimate heat and mass

transfer rates for such large cylindrical geometries (ref. 13).

A parallel approach has been adopted to facilitate heat and mass transfer rate

prediction by using a simpler collector geometry (fig. I0). Only a segment that is

20 ° on both sides of the forward stagnation point of the previous cylindrical targets

is being used as the collection (deposition) surface, simulating the nose region of

blades. The above-mentioned naphthalene sublimation technique has been further

utilized to determine the heat and mass transfer coefficient of the stagnation-point

region, as well as to determine the effects of main stream turbulence on heat and

mass transfer rates for our burner rig deposition experiments. The other advantage

of the segmented collector is the elimination of the cross-stream jet cooling

(dilution) effect.

The deposition experiments on both types of collectors are currently underway.

The agreement of the corrosive-salt vapor-deposition-rate predictions, based on the

experimental information obtained for our system with preliminary data for Na2SO 4

deposition experiments, is encouraging (fig. II). More direct and precise knowledge

of the sodium content of the combustion product gases in the cross-stream jet will be

acquired with the installment of a sodium emission spectrometer. The availability of

the high-pressure burner-rig facility will also enable us in the immediate future to

study (I) the effect of pressure on deposition rates, and (2) dew point shifts.
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